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SUZUKI MODIFICATION AMBULANCE

NO.

EXTERIOR & INTERIOR MODIFICATION

AMBULANCE / PUSLING TYPE

VIP

STANDARD

MEDIUM

Plus

Mobil
Jenazah

LED Flash Light Bar Oval (AK ~ 2090 )
- Input Voltage 12 Volt, Power Consumption 18 Watt
- Life Time 10.000 hours
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Multi Sound Sirene System ( AK ~ 2087 )
- Police Voice, Ambulance Voice and Fire Voice
- Input Voltage 12 Volt DC
- Power Output 100 Watt
- _Microphone Paging
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Attendant Seat / Paramedic Seat

Base Stretcher with space for scoop stretcher vinyl covering

Base Keranda with vinyl covering

Locking and unlocking key full stainless steel

Fire extinguisher with bracket

Adjustable Lighting Spot Light

Adjustable lighting for patient

Floor modification vinyl covering

Logo & lettering standard

Kaca film 60 & 80%
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Three extra DC outlets

Medical equipment compartment system, finishing acrylic + 2mm with SS Protection

Sliding Infuse stainless steel

Bumper protection for strike stretcher, stainless steel plate

Wastafel
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Kotak P3K

Fixed Central Gas System ( AK ~ 2030 )

* 2 pcs Oxygen Cylinder 1m’

* 1 set Alarm Indicator Oxygen

* 2 pcs Regulator Oxygen, 1 set Valve On/Off, 2 pcs Nepel elbows
* Tubing high pressure and connector with clamp

* 1 set Oxygen Wall Outlet

* 1 set Flowmeter and Humidifier

* 1 set Nasal Cannula & Face Mask Cannula
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Oxygen Delivery System ( AK ~ 2040 )

* 1 pcs Oxygen cylinder 1m’, 1 pc Regulator with Humidifier
* 1 set Alarm Indicator Oxygen

* 1 set Nasal Cannula & Face Mask Cannula
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Automatic Ambulance Stretcher ( AK ~202)

Features and Benefits :

Alumunium construction provides durability and strength.

Automatic locking leg system ensures that the cot legs are locked

into place once they are fully unfolded.

Adjustable backrest angle from 0° to 75° allows patient to be

in the most comfortable position possible during transport.

Full Length 2" sectional mattress provides comfort and folds with

the cot as it is moved into a chair position

Patient restraint system ensues safety of patient during transport

Specification :
Length, high-level position / Chair position : approx. 190 cm / 140 cm
Width : approx. 57 cm
Height, maximum / minimum (lowest level) :approx. 85cm/20 cm
Weight : approx. 33 kg
Max. Load : approx. 180 kg
Castor : : 4 pcs Swivel, with 2 pcs

brake
3 pcs metal buckle safety belt, 1 pc Mattress & 1 pc . V. Pole
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Automatic Ambulance Stretcher ( AK ~ 201 )
Features and Benefits :
Alumunium construction provides durability and strength.
Automatic locking leg system ensures that the cot legs are locked
into place once they are fully unfolded.
Adjustable backrest angle from 0° to 75° allows patient to be
in the most comfortable position possible during transport.
Patient restraint system ensues safety of patient during transport
Specification :
Length, high-level position : approx. 190 cm
Width : approx. 57 cm
Height, maximum / minimum (lowest level) : approx. 85cm/20 cm
W eight : approx. 26 kg
Max. Load : approx. 160 kg
Castor : : 4 pcs Swivel, with 2 pcs
brake
3 pcs metal buckle safety belt, 1 pc Mattress & 1 pc |. V. Pole
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Scoop Stretcher, Alumunium structure with powder coating finishing, accessories 3 pcs metal buckle safety belt
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Keranda Mayat, Stainless Steel Structure completed with covering sheet, green colour




